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NO: DESCRIPTION: DATE:

12/04/20

MECH./ELECTRICAL/PLUMBING

KITCHEN

2

SUSTAINABILITY
DOO CONSULTING, LLC

531 PICCADILLY ROAD
BALTIMORE, MD 21204

443-653-3792 (P)

4
3

MONTGOMERY
COUNTY PUBLIC

SCHOOLS

GAITHERSBURG
CLUSTER

ELEMENTARY
SCHOOL #8

19007

9220 WIGHTMAN RD, SUITE 120
MONTGOMERY VILLAGE, MD 20886

301-670-0840(P)

9220 WIGHTMAN RD, SUITE 120
MONTGOMERY VILLAGE, MD 20886

240-200-5599(P)

MACRIS, HENDRICKS &
GLASCOCK

COMPREHENSIVE
STRUCTURAL SOLUTIONS

11155 RED RUN BLVD, SUITE 310
BALTIMORE, MD 21117

410-265-6100(P)

JAMES POSEY ASSOCIATES

NYIKOS-GARCIA
FOODSERVICE DESIGN, INC

18219-A FLOWER HILL WAY
GAITHERSBURG, MD 20879

240-683-9530 (P)

TAX MAP FT62 WSSC 224NW09

PLAT 12762

9TH ELECTION DISTRICT
CITY OF GAITHERSBURG, MD

W
ORKING

NORTH

SKANSKA USA BUILDING INC.

700 KING FARM BLVD, SUITE 200
ROCKVILLE, MD 20850

301-795-3100 (P)

5

ADDENDUM #2 11/25/20202
ADDENDUM #3 12/01/20203
ADDENDUM #4 12/03/20204

Professional Certification.   IProfessional Certification.   I
hereby certify that these
documents were prepared or
approved by me, and that I am a
duly licensed Professional
Enegineer under the laws of the
State of Maryland, License No.:
16905, Expiration Date: 4.21.2022.

C2.12

SITE DETAILS

NTS

ORNAMENTAL SAFETY FENCE

C2.12

6

1. PROVIDE AT TOP OF ALL SEGMENTAL RETAINING WALLS.
2. FOR SEGMENTAL RETAINING WALLS, FENCE POSTS SHALL BE ANCHORED INTO BLOCK.
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NOTES:
1. HANDRAIL TO BE PROVIDED FOR ALL STAIRS.
2. EXTERIOR HANDRAIL SHALL BE POWER COATED WITH COLOR TO BE SELECTED
BY ARCHITECT FROM MANUFACTURERS STANDARD COLOR PALATE.
3. 5' MAX. BETWEEN VERTICAL POSTS.
4. ALL MATERIALS SHALL COMPLY WITH MARYLAND STATE HIGHWAY.
    ADMINISTRATION STANDARDS FOR CONSTRUCTION AND MATERIAL,
    LATEST EDITION.
5. ON ANY GIVEN FLIGHT OF STAIRS, ALL STEPS SHALL UNIFORM RISER
    HEIGHTS AND UNIFORM TREAD WIDTHS.
6. HANDRAILS SHALL BE CONTINUOUS ALONG BOTH SIDES OF STAIRS.
7. HANDRAILS SHALL NOT BE PERMITTED TO ROTATE WITHIN THEIR FITTINGS.
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NTS

STAIR HANDRAIL DETAIL
C2.12

2

6"
3'

-0
"

12"-14"
DIA.

END CORNER,
OR PULL POST

SPACE UNDER FABRIC
   1" (NORMAL)
   4" (MAXIMUM)

NOTES:
1. GATE FABRIC SHALL BE KNUCKLED ON TOP SELVAGES.
2. CONCRETE FOUNDATIONS AT GATES SIZE RECOMMENDED
    BY GATE MANUFACTURER.
3. ALL FENCE, GATE POSTS AND FRAMES TO BE GROUNDED.
4. ATTACH FENCE FABRIC TO LINE POSTS, TOP AND BOTTOM
    TENSION WIRES WITH TIE WIRES.
5. ALL TYPE V-1 AND V-2 GATES SHALL ALLOW 180° OPENING SWING.
6. POSTS, RAILS AND RODS TO BE INSTALLED INSIDE OF FENCE FABRIC.
7. MATERIALS TO MEET REQUIREMENTS OF AASHTO M181.

NTS

10' HIGH CHAIN-LINK FENCE DETAIL
C2.12

5

10'-0" C-C MAX. (TYP.)

1 5 8" DIA.
BRACE RAIL

(TYP.)
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3" O.D. TERMINAL
POST SCH. 40

2 12" O.D. TERMINAL
POST SCH. 40

10'-0" C-C MAX. (TYP.)

1 5 8" DIA.
BRACE RAIL

(TYP.)

FABRIC TIES
14" C-C
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8" DIA.

INTERMEDIATE
POST

END CORNER,
OR PULL POST

4'
-0

"

BOTTOM RAIL

SPACE UNDER FABRIC
   1" (NORMAL
   6" (MAXIMUM)

MDOT-SHA MIX# 3
CONCRETE

NOTES:
1. GATE FABRIC SHALL BE KNUCKLED ON TOP SELVAGES.
2. FABRIC TO BE BLACK CORE BONDED VINYL.
3. ALL FENCE, GATE POSTS AND FRAMES TO BE GROUNDED.
4. ATTACH FENCE FABRIC TO LINE POSTS, TOP AND BOTTOM
    TENSION WIRES WITH TIE WIRES.
5. ALL TYPE V-1 AND V-2 GATES SHALL ALLOW 180° OPENING SWING.
6. POSTS, RAILS AND RODS TO BE INSTALLED INSIDE OF FENCE FABRIC.
7. MATERIALS TO MEET REQUIREMENTS OF AASHTO M181.

NTS

4' HIGH CHAIN-LINK FENCE DETAIL
C2.12
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AMERISTAR RRRR

ECHELON MAJESTIC 3-RAIL Values shown are nominal and not to
be used for installation purposes. See
product specification for installation
requirements.

CAST IN PLACE CONCRETE CAP
WITH INTEGRAL COLOR TO MATCH
SEGMENTAL BLOCK. PROVIDE 8" WIDE
CONCRETE STEP AT WALL STEPS. SEE CIVIL
SITE PLAN FOR WALL ELEVATIONS

REBAR PER WALL ENGINEER

EMBED POST AT LEAST 1 CELL
BELOW CAP. FILL CELLS SOLID

WITH GROUT

FENCE / POST PER
PLANS SEE 6/C2.12

1
2" OVERHANG

3
4" CHAMFER
BOTH SIDES

FLAT FACE SEGMENTAL BLOCK
RETAINING WALL. BATTERED PER

WALL ENGINEER DESIGN

WALL BACKFILL, TIE BACK, SUPPORT,
AND DRAINAGE PER WALL SUPPLIER'S
ENGINEER

NTS

SEGMENTAL BLOCK RETAINING WALL SECTION
C2.12

7

8"
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.

iniinni
"

MODULAR BLOCK
WALL UNIT

POURED CONCRETE
CAP

EPOXY POST
IN PLACE

PROVIDE 1" CHAMFER
ALONG BOTH SIDES

OF TOP OF CAP

NOTES:
1. MODULAR BLOCK WALL AND CONCRETE CAP SHALL BE DESIGNED BY THE WALL SUPPLIER.
    THIS DETAIL IS TO REPRESENT DESIGN INTENT ONLY.
3. CONCRETE CAP SHALL BE SMOOTH FINISHED AND INTEGRALLY COLORED TO MATCH WALL
    UNITS, OR AS APPROVED BY THE ARCHITECT.
4. PRECAST CAPS CAN BE ACCEPTED.
5. FENCE/GUARD RAIL SHALL BE SET SUCH THAT THE FACE OF THE POST IS NOT FURTHER THAN
    5" FROM THE EDGE OF THE CAP ON THE EXPOSED SIDE OF THE WALL.
6. POST EMBEDMENT DEPTH SHALL BE AS SPECIFIED BY THE WALL DESIGNER. FENCE/GUARD RAIL
    SHALL SUPPORT A 200 LB. POINT LOAD OR 50 PLF.

NTS

SEGMENTAL WALL CAP DETAIL
C2.12

8

BOTTOM RAIL OF FENCE
SHALL SLOPE WITH WALL CAP

8" DIA.

TOP THREE COURSES
MUST BE IN-FILLED
WITH CLASS A - 3,000
PSI CONCRETE FOR THE
FULL LENGTH OF THE
WALL TO SUPPORT
FENCE / GUARD RAIL
INSTALLATION

ANY EXPOSED BLOCK
ABOVE GRADE MUST
SHOW FINISHED FACE
ON BOTH SIDES

NOTES:
1. SEE 8/C2.12 FOR MORE

AS NOTED

NOTES:
1. ALL SEGMENTAL BLOCK RETAINING WALLS ARE DESIGN/PERMIT/BUILD BY CONTRACTOR.
2. WALL AND RAILINGS TO MEET MONTGOMERY COUNTY BUILDING CODES AND STANDARDS.
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Digitally signed by Stephen E. Crum
Date: 2021.01.05 13:08:47-05'00'

 

 

CITY OF GAITHERSBURG 
DEPARTMENT OF PUBLIC WORKS  

FINAL APPROVAL 

APPLICATION NO._______________ 

DATE ________________________ 

BY __________________________ 

 

SP-8653-2020

January 6, 2021

 

 

CITY OF GAITHERSBURG PLANNING COMMISSION 
31 SOUTH SUMMIT AVENUE, GAITHERSBURG, MARYLAND 20877 

SITE PLAN APPROVAL 
AT THE REGULARLY SCHEDULED MEETING OF THE PLANNING 

COMMISSION HELD ON _____________________________ 

APPLICATION NO. _____________________ WAS GRANTED 

FINAL SITE PLAN APPROVAL 
WITH _______ (      ) CONDITIONS.       SEE S.D.A LETTER. 

DATE ____________ BY _________________________ 

   NOTE:  

 

ANY REVISIONS TO SIGNED PLANS MUST BE APPROVED 
BY THE PLANNING COMMISSION OR PLANNING STAFF 

November 4, 2020

SP-8653-2020

THREE 3

1/8/2021


